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TECHNICAL SUMMARY 
 

LOW POWER TELEVISION STATION KMUV-LP 
MONTEREY, CALIFORNIA 

CHANNEL 21     3.8 KW (MAX-DA)    1001.1 M AMSL 
 

 

1. The instant application is a modification of the construction permit for 

KMUV-LP, Monterey, CA (Channel 21). See FCC File No. 0000067043. 

2. The instant application is to change the antenna model and azimuth pattern; 

and to reduce the maximum effective radiated power. The antenna manufacturer 

replaced the broadband panel antenna model originally specified for KMUV-LP with a 

new and more cost effective model. Therefore, the originally proposed broadband panel 

antenna was substituted with the new model, which is of similar design as suggested by 

the manufacturer. There is a change in the azimuth pattern that necessitates a reduction 

in maximum effective radiated power in order to comply with the interference protection 

requirements. 

3. An interference analysis for the proposed KMUV-LP facility on Channel 21 

was conducted using the FCC’s TVStudy software. The results of this analysis are 

attached hereto. It is noted that a higher resolution terrain profile point spacing of 

0.25 km was employed for the analysis. Based on the analysis, the instant proposal is 

compliant with the FCC’s interference protection requirements to all protected facilities 

based on both the pre- and post-incentive auction environments. 

  


