
 
 
 

WWOZ Protection to Channel 6 Television 
 

 
 
FCC Rule 73.525 requires FM facilities using channel 214 to protect Channel 6 television 

facilities within 187 km of the FM facility.  KXKW‐CA, BLTVA‐20090728AEU, is located 186.4 km 
from the proposed WWOZ facility.   

This Class A analog television facility will be protected to the 47 dbu(50,50) coverage 
contour.  Based on this coverage contour value, and Rule 73.599, Figure 2, the required 
protection contour is 24.8 db higher than the 47 dbu coverage contour.  This evaluates to the 
71.8 dbu (50,10) FM contour.  The television coverage contour and the WWOZ interfering 
contour are plotted in Figure 1 of this document.  The FM interference contour is far removed 
from the Channel 6 television coverage contour.  Therefore, there is no TV interference area 
and the KXKW‐CA channel 6 analog television facility is fully protected by this application. 
 
 
         

             
              _______________________________________ 
            Charles F. Ellis, PE 
            Ellis Engineering 
            October 24, 2009 
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                            WWOZ Channel 6 Protection

Prop. model  1: FCC
Time: 50.0%/10%    Loc.: 50.0%
Prediction Confidence Margin: 0.0dB
Climate: Continental Temperate
Land use (clutter): -None-
Atmospheric Abs.: none
K Factor: 1.333

Sites

Site: 214_WWOZ_S8_22659
N29°57'24.00" W90°04'31.00"  1.2 m
  S8i        Tx.Ht.AGL: 147.0 m  Total ERPd: 100.00 kW 
            Model: 2  directional-horizontal/0.0°  90.7000 MHz

Site: KXKW-CA
N30°20'32.00" W91°57'46.00"  7.1 m
  KXKW-CA    Tx.Ht.AGL: 284.0 m  Total ERPd: 3.00 kW 
            Model: 1  omni-vertical/0.0°  85.0000 MHz

Field strength at remote

= 47.0 dBuV/m(50,50)
 

 
                 Field strength at remote

= 71.8 dBuV/m(50,10)
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